


Models Available

ISUzU D-MAX 2014+

HOLDEN
TOYOTA

COLORADO 2014+
HILUX 2015+

LANDCRUISER | PRE
70 SERIES 09/2016

TOYOTA

LANDCRUISER
78/79 SERIES

POST
09/2016

TOYOTA

" Brackets are mild steel

SINGLE CAB,
DUAL CAB &
TROOP CARRIER

PART NUMBER
M79200004/S

M79130021/S
M79500013/S

M79510007/S’

M79510053/52

2 Currently untested on Wagon model (LC76 Series), please call our sales department for more details
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Bonnet opening on some vehicles can be an
awkward and strenuous activity. This risk of
a serious accident or injury is high due the
inherent heavy nature of the bonnet.

Minecorp have developed a gas strut bonnet
lift kit to turn this task into a less taxing
operation. Installation is quick and simple
with the utilisation of purpose designed, CNC
laser cut & pressed brackets. The bonnet is
held firmly open by two sturdy gas struts,
eliminating the risky and tedious use of the
factory bonnet prop bar. The unit does not
require the removal of the factory bonnet
positioning rod.

Key Features
e Stainless Steel
* 2Xxgas struts

¢ Reduces risk of injury from bonnet
operation

¢ Quick and simple installation
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